










Replace your old radiators with new ones!

Steel panel radiators for renovation jobs, suitable for replacement 
of cast-iron or steel sectional radiators.
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The company reserves the right to make technical changes.
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KLASIK - R
Fitting data

Z-U140 bracket

Z-U290 bracket

Fitting data

Basic technical data

The Z-U140 bracket can be used for fi xing the radiator at 

a fi xed distance of the radiator from the wall of 48 mm, or the 

Z-U290 bracket with variable distance of up to 100 mm from 

the wall.
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Type 20 R 21 R 22 R 33 R

X1 81 81 98 98

X2 114 114 148 203

Type 20 R 21 R 22 R 33 R

Height
H [mm] 554 554 554 554

Radiator 
weight
 [kg/m]

22,6 28,0 34,6 52,4

Water 
volume
[l/m]

5,5 5,5 5,5 8,2

Flow 
coefficient

AT [m
2]

1,0 x 10 -4

(DN 15)
1,0 x 10 -4

(DN 15)
1,0 x 10 -4

(DN 15)
1,18 x 10 -4

(DN 15)

Resistance 
coefficient

ξT [-]
8,5 (DN 15) 8,5 (DN 15) 8,5 (DN 15) 5,8 (DN 15)

Standard heat 
output
[W/m]

914 1210 1576 2257

Temperature 
exponent

 n [-]
1,3010 1,3300 1,3344 1,3364

Type 20 R 21 R 22 R 33 R

X1 133 133 150 150

X2 166 166 200 255
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Length L 
[mm]

400 500 ÷ 1600 1800 2000 2300 2600 3000

X3 133 133 133 133 133 133 133

X4 - - 900 1000 1133 1300 1500

X5 133 133 133 133 133 133 133

Manufactured by:

KORADO, a. s.

Bří Hubálků 869, 560 02 Česká Třebová

Czech Republic

E-Mail: info@korado.cz

http://www.korado.comPR
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KLASIK - R

Source of information: Czechoslovak catalogue for construction 14/5 Radiators, basic advice for 1991

Heat output of sectional radiators

The company reserves the right to make technical changes.

Sectional radiators

[m
m

] Steel panel radiator

cast-iron steel RADIK KLASIK - R

575 ÷ 610 575 ÷ 610 H 554

500 500 h 500

110 160 220 200 150 200 B 66 66 100 155

500/110 500/160 500/220 500/200 500/150 500/200 Type 20 R 21 R 22 R 33 R

number of sections
 n [pcs]

number of sections 
n [pcs]

appropriate length of the radiator 
L [mm]

5 3 3 3 5 4 400

6 4 3 4 6 5 500 400

7 5 4 4 7 5 600 400 400

8 6 5 5 8 7 700 500 400

10 7 6 7 10 8 800 600 500

11 8 6 7 11 9 900 700 500 400

12 9 7 8 12 10 1000 800 600 400

13 10 8 9 13 11 1100 800 700 500

15 11 9 10 15 12 1200 900 700 500

16 12 10 11 16 14 1400 1000 800 600

17 13 10 12 17 14 1400 1100 800 600

18 14 11 12 18 15 1600 1100 900 600

20 15 12 13 20 16 1600 1200 900 700

22 16 13 15 22 18 1800 1400 1000 700

24 18 14 16 24 19 2000 1400 1100 800

25 19 15 17 25 21 2000 1600 1200 800

26 20 15 17 26 22 2300 1600 1200 900

29 22 17 20 29 24 2300 1800 1400 1000

30 23 18 20 30 25 2600 1800 1400 1000

33 25 20 22 33 27 2600 2000 1600 1100

35 26 21 23 35 28 3000 1600 1100

38 28 23 26 38 31 3000 1800 1200

38 29 23 26 38 31 3000 1800 1400

40 30 23 26 40 32 1800 1400

44 33 26 29 44 36 2000 1400

50 38 30 34 50 41 2300 1600

57 43 34 38 57 46 2600 1800

64 48 38 43 64 51 3000 2000

66 50 39 44 66 54 3000

You can fi nd a replacement for your cast-iron and steel sectional radiators yourself 
in the RADIK KLASIK – R steel panel radiator range

1. 1.

3.

5.

3.

5.

7.

9.

2. 2.

4.

4.

6.

8.

material of radiator connecting pitch 
h [mm] depth B [mm] heat output [W/section]

(90/70/20 °C)

steel 500

150 90
160 93
200 110
220 121

cast-iron 500

110 90
150 105
160 120
200 134
220 150
250 169

Identifi cation 
of the old radiator:
Determine material (cast-iron/steel)*

Measure the height of the radiator H 

Check whether the connecting 

pitch h is 500 mm

Measure the depth of the radiator B 

Count the number of sections 

(“ribs”)

Looking for 
a replacement in the table:
According to identifi cation (see 

above), look in the left part of the 

table for the appropriate column, 

corresponding to the type of the 

old radiator

Find the row with the appropri-

ate number of sections n (if the 

precise number is not shown in the 

table, choose the next highest)

Select the most suitable length for 

the new steel panel radiator L in 

the row with the appropriate num-

ber of sections in the right (blue) 

part of the table (this depends on 

the type of steel panel radiator).

After selecting the type of steel pa-

nel radiator, once again check its 

depth B, to see whether it meets 

your requirements

H [mm] - height of the radiator

h [mm] - connecting pitch
L [mm] - length of the radiator 

B [mm] - depth of the radiator

* if the surface of your sectional 

radiator is rough, you have 

a cast-iron radiator
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