










Replace your old radiators with new ones!

Steel panel radiators for renovation jobs, suitable for replacement 
of cast-iron or steel sectional radiators.
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Z-U140 bracket

Z-U290 bracket

Fitting data

Basic technical data

The Z-U140 bracket can be used for fixing the radiator at  
a fixed distance of the radiator from the wall of 48 mm, or the 
Z-U290 bracket with variable distance of up to 100 mm from 
the wall.
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Type 20 R 21 R 22 R 33 R

X1 81 81 98 98

X2 114 114 148 203

Type 20 R 21 R 22 R 33 R

Height
H [mm] 554 554 554 554

Radiator 
weight
 [kg/m]

22,6 28,0 34,6 52,4

Water 
volume
[l/m]

5,5 5,5 5,5 8,2

Flow 
coefficient

AT [m
2]

1,0 x 10 -4

(DN 15)
1,0 x 10 -4

(DN 15)
1,0 x 10 -4

(DN 15)
1,18 x 10 -4

(DN 15)

Resistance 
coefficient

ξT [-]
8,5 (DN 15) 8,5 (DN 15) 8,5 (DN 15) 5,8 (DN 15)

Standard heat 
output
[W/m]

914 1210 1576 2257

Temperature 
exponent

 n [-]
1,3010 1,3300 1,3344 1,3364

Type 20 R 21 R 22 R 33 R

X1 133 133 150 150

X2 166 166 200 255
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