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Overview of types

Connection to the heating system 

RADIK COMBI VK - Combined electric heating

The RADIK KLASIK – R model is a panel radiator in the KLA-

SIK design adjusted for swift replacement of cast-iron or steel 

sectional radiators with a connecting pitch of 500 mm. 
The height H = 554 mm guarantees its problem-free fi tting in 

place of the old radiator.

The wide range of types of RADIK KLASIK - R allows you to 

choose the most suitable and appropriate length

1st January 2010

We have currently reacted to market demands and changed 

the design of type 33 for all RADIK models:

Implementation of this design change provides the following 

advantages:

• the distance of the connection pipe from the wall X1 is now 

identical for type 22 and 33

• the type 22 radiator can be replaced with type 33
without any modifi cations whatsoever to the connection pipes 

and mounting brackets

• connection fi ttings are closer to the wall thus decreasing 

their visibility and supporting better aesthetic integration of 

the radiator into the interior

NEW PRODUCTS NEW PRODUCTS

Description

Description

1st January 2010

The type of electric heating element which can be installed into 

RADIK COMBI VK panel radiators has been changed. 

Thanks to this new, higher maximum permissible heat output 

levels for electric heating elements were set.

...for renovation jobs we have prepared 
a panel radiator allowing for simple re-
placement of sectional radiators

...we have innovated the electric heating 
element to provide higher performance

...we have unifi ed the connection distan-
ce for type 22 and 33

Electric heating element

Type 22 
COMBI VK

Maximum heat output of the heating element P [W]

Length  L [mm]

Height H
 [mm] 800 1000 1200 1400 1600

500 600 800 900 1000 1200

600 700 900 1000 1200 1350
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Overview of types

1st January 2010

We have extended our range of RADIK VKL panel radiators - to 

the current range of types 10 and 11 we are adding types 20, 

21, 22 and 33. Now we are offering a complete range of RADIK 

panel radiators with welded fi xing lugs and with bottom left 
connection to pressurized heating systems.

Together with RADIK VK and RADIK VKM radiators, the RADIK VKL 

thus now provides a complete offer of panel radiators with fi xing 

lugs and with bottom left, right and central connection.

Description

...we have extended our range of radia-
tors with bottom left connection

Connection to the heating system 

Position of radiator

bottom left
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L = 400 ÷ 3000 mm
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Dear customers, in reaction to your wishes and requirements we are launching 
several new products and making changes to our product range.

1/2010

NEW PRODUCTS
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Connection to the heating system 

Description

1st January 2010

KORATHERM design radiators are intended for two-pipe pres-

surized heating systems. New types 23, 44 and 46 extend the 

range of KORATHERM HORIZONTAL and KORATHERM HORI-

ZONTAL – M models thus allowing for their use in a wider range 

of rooms. 

KORATHERM HORIZONTAL model has got a bottom con-
nection to the heating system and its connecting pitch depends 

on the length of the radiator L. Types K23H, K44H and K46H 

are available up to a maximum length of 3000 mm.

Connection of the KORATHERM HORIZONTAL - M model to 

the heating system is bottom middle with the connecting pitch 

of 50 mm. Types K23HM, K44HM and K46HM are available up 
to a maximum length of 2000 mm.

KORATHERM HORIZONTAL and KORATHERM HORIZON-
TAL-M design radiators, specifically types 23, 44 and 46, can 

only be fixed to the floor. Fitting is accomplished with the aid 

of special stand brackets which must be ordered separately as 

they are not included in the delivery.

bottom connection
φ=1

KORATHERM HORIZONTAL

bottom middle
φ=1

KORATHERM HORIZONTAL - M

Overview of types
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K22H

K23H

K44H

K46H

Type 44

Type 46

K22H

K23H

K44H

K46H

Produced by:

KORADO, a. s.

Bří Hubálků 869, 560 02 Česká Třebová

Czech republic

E-mail: info@korado.cz

http://www.korado.com

NEW PRODUCTS
...we have extended the range of design 
radiators – now also fl oor-mounted

L = 500 ÷ 2000 mm
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